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Available with a T or L-drilled ball.
Female/female/female threads
Lever handle in aluminium
Body in nickel-plated brass
lvlinimum and maximum working temperatures:
-20oC, 150oC in absence of steam.
Threads: ISO228
(equivalent to DIN259 and 852779).
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BRASS GATE VALVE, PN1ofl6
SuITneTT FOR DOI\4ESTIC WATER SERVICES AND HEATING PLANTS
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BRASS GATE VALVE, PNAO

Surrnerr FoR DoMESTIC wATER sERVIcES AND HEATING pLANTS

BRONZE GATE VALVE

Sultnarr FoR DoMESTIC wATER
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SERVICES AND HEAT]NG PLANTS

Female/female threads
Handle in steel
Body in brass
Minimum and maximum working
temperatures: 0"C, 120oC in absence of
steam.
Threads: ISO228 (equivalent to DIN259
and 852779).
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Female/female threads
Handle in steel
Body in brass
f4inimum and maximum
working temperatures:
0oC, 120oC in absence of
stea m .

Threads: ISO22B (equivalent
to DIN259 and 852779).
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Female/female threads
Handle in steel
Body in bronze
Minimum and maximum working
temperatures: 0oC, 120oC in
absence of steam.
Threads: ISO22B (equivalent to
DIN2s9 and 852779)


