Saracinesca in bronzo PN16

Bronze gate valve PN 16

(\/OCI DI CAPITOLATO - JECHNICAL FEATURFES ]

Corpo in bronzo SN 5 UNI-EN1982 DIN 50930/6.
Disco in ottone DELTA CS UNI-EN 1982 CB 7535.
Vitone in ottone CW 617 N - UNI-EN12165.

Asta, ferma asta e premistoppa in ottone

CW 614 N -UNI-EN12164.

Guarnizione corpo fibra guarnital.

Guarnizione asta DUTRAL EPDM90.

Volantino in lamiera di acciaio plastificato con resina
epossidica rossa.

Dado fissa volantino in acciaio zincato.

Finitura sabbiata.

Filettatura EN-ISO 228/1.

Bronze SN 5 UNI-EN 1982 DIN 50930/6

body DELTA CSEN 1982 CB 7535 brass solid wedge.

Brass CW 617N -UNIEN 12165 bonnet.

Brass CW 614N - UNI EN 12164 stem, stop ring and gland.
Guarnital fibre body gasket.

EPDMO90 dutral stem packing.

Stell handwheel with red plastic coating.

Zinc plated steel handwheel nut.

Sandblasted finishing.
Threading to ISO 228/1.

MISURA/SI/1 3/8" (DN 10) 1/2" (DN 15) 3/4" (DN 20) 1" (DN 25) 1"1/4 (DN 32) 1"1/2 (DN 40) 2" (DN 50) 2"1/2 (DN 65) 3" (DN 80) 4" (DN 100)
SRZSSIONL/PAZSSURL 16bar/232psi 16bar/232psi 16bar/232psi 16bar/232psi 16bar/232psi 16bar/232psi 16bar/232psi 16bar/232psi 16bar/232psi 16bar/232psi
conla/aen 1600038 1600012 1600034 1600100 16001 14 1600112 1600200 1600212 1600300 1600400
IM3AL_C/PACKING 20/180 20/160 20/100 10/80 10/50 5/35 5/25 1/15 1/12 1/6

[SCHEDA MATERIALI - MATERIALS )
\
:
POS. | DESCRIZIONE/DESCRIPTION Q.TA/N. | MATERIALE/MATERIAL

3
1 Dado / Nut 1 Ottone / Brass CW614N
2 Volantino /Handwheel 1 Acciaio / Steel

3 Asta /Stem 1 Ottone / Brass CW614N
@ 4 | Premistoppa/Gland 1 Ottone / Brass CW614N
5 Guarnizione / Washer 1 EPDM 90
/ 6 | Vitone/Bonnet 1 Ottone / Brass CW617N
7 Guarnizione / Washer 1 Fibra / Guarnital

8 | Corpo/Body 1 Bronzo / Bronze UNI7013

9 | Tenuta/Seat 1 Ottone stampato / Hot pressed brass CW617N




